CyclonePro

POWERING WIND RATED AND HEAVY CUSTOM DOORS

Specifically developed for automating cyclone doors in cyclone-
prone areas of Australia, CyclonePro® is the safe solution for
powering cyclone, wind rated and heavy custom doors.

INCLUDED ACCESSORIES

= 2 x 4 button slider remotes (E950M)
= Rectangle button Wireless Wall Control (E138M)
= Protector System™ (Safety IR Beams 774ANZ)
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Type or door Sectional

Motor 24v DC

Standby Power Consumption <1 watt

Max Peak Pulling force 1200N

Rated door area 20m?

Max door weight 286kg*

Max door height 3.5m

Open/close times 18/22 sec

Warranty 5 year

Kit contents

2 x Three Channel Mini Transmitters

2 x Four Channel Slider Transmitters

Weight Bar

Wireless Wall Button

Wireless Keypad

Battery Back Up

Protector System™ (Safety IR Beams)

Security+2.0 (multiple frequencies, encrypted rolling code, better transmitter range)
Sub 1 watt in standby (use less energy)

DC motor (soft start/soft stop, quiet)

Adaptive technology (less maintenance, more reliability)
BBU standard (works when power is out)

BBU optional (works when power is out)

Automatic Safety Reverse (stop if obstructed)
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Manual release (open in case of emergency)
Lights 16 ultrabright LED



